
Mayline Tubopool 600 
 
Code  -  Package 
5/MYTUP600 - 5 lt 
10/MYTUP600 - 10 lt  
Shelf life 5 years (from date of manufacture) 
 
Self-sealing liquid for pipes system of swimming pools with daily leakage of up to 600 litres. 
Mayline Tubopool 600 seals leaks of up to 600 litres per day. 
It is possible to seal leakages on pipes or on connections for all of the materials currently in use as plastic, PVC etc.  
Mayline TuboPool crystallizes on the outside in contact with the present  oxygen, creating a mechanical closure on 
the leakage. The sealing is permanent and resistant to aging. Mayline Tubopool can not be used, if in 10 minutes the 
loss is more than 70% of the total content from the defective pipe. 
 
Important note 
Shake the container well before use. Mayline Tubopool 600 can NOT be mixed with other chemical products. 
 
Instructions for use 
Quantify the daily leakage and make sure that the loss is less than 600 litres. Quantify the content of the pipe. Close 
and empty the defective pipe. Fill in the liquid through a pump as a Mayline G21 in a mixing proportion of 1-2 litres 
of sealing liquid for every 1 litres of water. In the filled pipe apply a pressure approx. from 2 to 3 bar. Let the product 
act for approx. 2 to 3 days (always in pressure), depending of the conditions of humidity. After the sealing process 
has been completed, rinse the pipe with water for more times. The sealing cannot be performed with an ambient 
temperature below +5 ° C. Protect the product from frost. 
 
Safety informations 
In the event of eye contact, rinse well with water and consult a Physician. In the event of skin contact, rinse well with 
water. Wear protective gloves and eyewear. Use water to immediately remove the product from objects such as 
tiles, flooring, wash basins, etc. Keep out of the reach of children. 
 
Mixing proportions 
1-2 litres of sealing liquid for every 1 litres of water (proportion 2:1). ATTENTION! THE PRODUCT MUST NOT BE OVER 
OR UNDER DOSED. 
 
Transport 
The product is not hazardous for transport. The indications are provided based on actual experience. Technical 
changes are possible. 
 
Disposal 
The product can be drained into the sewer if highly diluted. 
 


